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ULTIMA RD2.1 - Magnetic mechanical filter DN50 - DN150 (custom up to DN300)
Labelling Ultima RD2.1 DN 65 Ultima RD2.1 DN 80 Ultima RD2.1 DN 100 Ultima RD2.1 DN 125 Ultima RD2.1 DN 150
SKU RD2.1-65/85 RD2.1-80/85 RD2.1-100/85 RD2.1-125/85 RD2.1-150/85
Connection flange flange flange flange flange
Installation option vertical / horizontal vertical / horizontal vertical / horizontal vertical / horizontal vertical / horizontal
Operating fluid water, water with glycol water, water with glycol water, water with glycol water, water with glycol water, water with glycol
Material of the filter body and filter element Stainless steel Stainless steel Stainless steel Stainless steel Stainless steel
Fineness of the filter element (µm) 100 100 100 100 100
Magnet strength and material Gauss, neodym 12.000 12.000 12.000 12.000 12.000
Hydraulic seals EPDM  EPDM  EPDM  EPDM  EPDM  EPDM
Max. working temperature oC 85 85 85 85 85
Max. working pressure bar 10 10 10 10 10
Maximum flow rate m3/hod 39 52 79 124 177
Sizes A - mm 185 200 220 250 285

B - mm 262 262 262 270 270
C - mm 384 384 384 400 400
D - mm 245 245 245 300 300
E - mm 300 330 330 400 440

Weight kg 19,1 19,6 20,2 31,3 33,8
Custom-made for operating pressure PN6 or PN16

Optional equipment - spare parts Ultima RD2.3 DN 65 Ultima RD2.3 DN 80 Ultima RD2.3 DN 100 Ultima RD2.3 DN 125 Ultima RD2.3 DN 150
Stainless steel filter spare cartridge (the basic filter equipment includes a 100 μm cartridge)
DN65-100, 90x440mm SKU RD2.1/FV1 RD2.1/FV1 RD2.1/FV1 - -
DN125-150, 110x450mm SKU - - - RD2.1/FV2 RD2.1/FV2
Seal kit (we recommend replacing it during the annual service)
DN65-100 SKU TES1/RD2.1 TES1/RD2.1 TES1/RD2.1 - -
DN125-150 SKU - - - TES5/RD2.1 TES5/RD2.1

Filter installed at the storage tank and its servicing

A powerful magnetic mechanical filter
that protects circulators and heat/cold
exchangers within heating and cooling
systems from dirt. Metal particles and
magnetic slurries are continuously
captured by a high-efficiency magnet.
The operating fluid flows into the filter
insert, where the magnetic impurities
are caught on the magnet, while the
non-magnetic impurities remain
trapped inside the filter insert. The
filter is made of stainless steel with
resistance to chemical preparations
and mechanical impurities. Variable
filter designed for vertical and
horizontal installation on the return
pipes of heating and cooling systems.
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RD2.1 vertical position

horizontal position

Ultima RD2.3 závit DN50, příruba DN65 - DN300
Ultima RD2.3 je výkonný mechanický magnetický filtr, který je konstruován pro ochranu oběhových čerpadel a 
výměníků kotlů před veškerými korozními i nekorozními nečistotami z topných okruhů. Kovové částice a 
magnetické kaly z velkoobjemových systémů jsou kontinuálně zachyceny díky vysoce účinnému magnetu. 
Provozní kapalina vtéká do filtrační vložky, kde dochází k zachycení magnetických nečistot na magnetu, 
nemagnetické nečistoty pak zůstávají zachyceny uvnitř filtrační vložky. Filtr je určen k vertikální i horizontální 
instalaci, je vyroben z nerezové oceli s odolností proti chemickým přípravkům a mechanickým nečistotám. 

Water flow diagram and wiring diagram

Vlastnosti filtru Ultima RD2.3
Velikost připojení závit: DN 50, příruba: DN65, 80, 100, 125, 150, na 

zakázku do DN 300
Materiál filtru nerezová ocel
Materiál filtrační vložky nerez, 100 mikronů (µm)
Síla a materiál magnetu 12.000 Gauss, neodym
Hydraulická těsnění EPDM
Max. pracovní teplota 85 °C (110 °C *)
Max. pracovní tlak 10 bar
Maximální průtok viz graf tlakových ztrát
Provozní kapalina voda, voda s glykolem
Možnost instalace vertikální/horizontální
Rozměry (mm) DN50 DN65 DN 80 DN 100 DN 125 DN 150

A 185 185 200 220 250 285
B 205 205 205 205 234 234
C 310 310 310 310 395 395
D 274 274 274 274 315 315
E 300 300 300 300 350 350

Průtok (m3/hod) 20 39 52 79 124 177
Hmotnost (kg) 12,5 16,3 16,8 17,8 26,3 28,3

Snímatelná izolace - volitelná 
výbava

Magnetické mechanické filtry s průtokem 
nad 10 m3/h

Více informací naleznete na www.av-equen.cz v sekci PRODUKTOVÉ ŘADY.
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A B C D E Connection 
type

Flow rate
(m3/hod) Weight (kg)

DN 50 262 384 245 300 thread 18 15,6
DN 65 262 384 245 330 flange 39 19,1
DN 80 262 384 245 330 flange 52 19,6

DN 100 262 384 245 330 flange 79 20,2
DN 125 270 400 300 400 flange 124 31,3
DN 150 270 400 300 400 flange 177 33,8
DN 200 372 545 370 440 flange 359 53,6
DN 250 485 559 450 540 flange 560 87,6
DN 300 472 572 500 600 flange 796 115,4
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ULTIMA RD2.1 – technical data
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System water inputWater output

ULTIMA RD2.1. Working principle

Filtration process
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Pressure loss chart for filtration 
cartrige 100 µm 

Debris in the circulation pump and plate exchanger


